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How to Install Your New In-Line 
Water Filter
(Time required: 5 minutes)

To prevent particulates in the water supply from clogging your 
scaler or inserts, the enclosed filter should be installed in the 
water hose running to the back of the scaler.

Enclosed:
• (2) Filter Disks

• (2) Plastic ferrules

• (1) Female connector

• (1) Male connector

1. IMPORTANT: BEFORE BEGINNING, TURN OFF THE 
WATER RUNNING TO THE SCALER OR DISCONNECT 
THE WATER SUPPLY.

2. Decide where in the water hose you want to install the filter. 
The filter assembly should be located where it will not be acci-
dentally damaged, but where the filter disk can be easily 
reached for replacement. We suggest a point approximately 
6 inches from the scaler. Carefully cut the water hose with a 
scalpel or single-edged razor. Take care not to fray the woven 
sheathing (Figure 1).

3. Slip a plastic ferrule onto one side of the cut hose and slide it 
several inches up the hose (Figure 2).

4. Select a plastic connector (it doesn’t matter which connector), 
and push its barb into the hose. The hose should be slightly 
less than fully seated. Leave about 1⁄16” between the hose 
and back of connector (Figure 3).

5. Slide the plastic ferrule against the back of the connector by 
holding the ferrule with one hand and pulling firmly on the hose 
with the other (Figure 4). This will stretch the hose and reduce 
its diameter, allowing the ferrule to slide up to connector.

6. Repeat the procedure (steps 3-5) to install the remaining 
connector on the other side of the hose.

7.  Install the filter disk by twisting the hose connectors firmly onto 
the corresponding sides of the filter disk. Use finger pressure 
only (Figure 5).

8.  Reconnect the scaler to the water supply and check for leaks.
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How to Replace the Filter Disk
(Time required - 10 seconds.)

The filter disk should be replaced when it 
becomes very dark or so clogged with debris 
that water flow is impeded.

1.  IMPORTANT: Disconnect the scaler from 
the water supply. Water supply to the 
device should always be shut off or 
disconnected when not in use.

2. Remove the old filter disk by holding it in one 
hand and twisting off the hose connectors 
on either side. They rotate in opposite 
directions (Figure 1). 
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3. Install the replacement filter disk, and tighten 
the connectors firmly using hand pressure.

4.  Reconnect the scaler to the water supply and 
check for leaks.

NOTE: If the filter becomes clogged and you do 
not have a replacement disk, the hose connec-
tors can be locked together without the filter disk 
to allow emergency operation (Figure 2).

Fig. 2

Replacement Filters:
h D419 (10 per package)

Explanation of Symbols Used

• Professional use only

• Follow instructions for use

• Medical Safety Classification Symbol

• Temperature limit

• Store product tightly sealed away from 
direct sunlight.

• Keep dry

• Package contents

• Batch code

• Catalogue / stock number

• Unique Device Identifier

• Medical Device

• Do not use if package is damaged

• Manufacturer

Proper Water Compliance and 
Waterline Management
The U.S. CDC (Centers for Disease Control and 
Prevention) recommends the use of water that 
meets the EPA regulatory standards for drinking 
water (i.e., 500 CFU/mL of heterotrophic water 
bacteria) for non-surgical, routine dental proce-
dures. This includes, for example, the water used 
in ultrasonic dental scalers such as Parkell’s 
scalers. These waterline filters (h D419) are 
solely for the purpose of preventing particulates 
in the water supply from clogging and potentially 
damaging the scaler and/or insert and should not 
be considered a solution to address said CDC 
recommendations for proper dental waterline 
maintenance. The filter disk should be replaced 
monthly or sooner if it appears dark or is so 
clogged with debris that water flow is impeded.
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